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SL Series Brochure

Powered by 14 years of manufacturing experience and robust supply chain resources, EZ LED Visual is
dedicated to providing solid and stable LED video display products that enable our clients' designs to shine and
amaze their audience. Whether it's information visualization, immersive experiences, mission-critical
applications, or interactive display solutions, EZ LED Visual is ready to help you make it happen.

Product Features

» Pixel pitches:
Indoor: 1.9mm, 2.6mm, 2.9mm, 3.9mm
Outdoor: 2.6mm, 2.9mm, 3.9mm

® Quick locking mechanism to enable fast install and dismantle

® Integrated power box featuring power supply, receiving card and
hub board 3-in-1 design to enable quick replacement

® Slim panel design (ADA Compliant)
® Hanging, wall mounting, and floor standing compatible
® Front serviceable and front installable (optional)

® Curvable for concave & convex applications with built-in curving
locks: 15-degree for concave & 10-degree for convex (optional)

® GOB compatible for enhanced durability (optional)
¢ Infrared-based touch function compatible (optional)




Applications

@ Rental & staging (event production) © Broadcast

@ House of worship ® Entertainment

© Hospitality @ Corporate (lobby/showroom)
@ Retail © Education




Quick Locks & Curving Locks

* Quick locking mechanism

3-IN-1 Intergrated Power Box
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Versatile Installation
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Wall Mounting



Technical Specifications

E/ LED SL Series

Product Model SL1.5mm(coB) SL1.9mm SL2.6mm SL2.9mm SL3.9mm SL2.6mm (outdoor)  SL2.9mm (outdoor)  SL3.9mm (outdoor)
Per Panel Resolution 320*%320 256*256 192%192 168%168 128%128 192*192 168%168 128*128

LED Type 3-in-1 SMD

Panel Size (W*H*D) 500x500mm / 19.68"x19.68"

Brightness 800-1000 nits 4000 4500 5000

Refresh Rate 3840 HZ 1920-3840 HZ

Grayscale 16 bits 14-16 bits

Contrast Ratio 5000:1 3000 :1 - 5000 :1

View Angle

160° Horizontal / 160° Vertical

Installation Access

Front Install / Rear Install

Service Access

Front Service / Rear Service

Per Panel Weight

7.5KG/16.5LBS

7.8 KG/17.16 LBS

Per Panel Power Consumption (max) 135W 180W
Per Panel Power Consumption (typical) 65W 90W
Brightness Uniformity >97.5%

Color Uniformity >97.5%

Color Gamut 100% NTSC

Color Temperature

3,000-10,000 K

Service Life

100,000 Hours

Working Voltage

100V-240V Auto-switching

Operating Temperature
(10-85% relative humidity, non-condensing)

-20°to 40° C /-4°to 104° F
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